
TDS STAYPRO 2025/11

TECHNICAL DATA SHEET

Film-forming stain protection and dust binding for interior concrete floors
Komsol® STAYPRO is our most robust vapour-open stain protection system, 
developed for professional use on a wide range of concrete surfaces in residen-
tial, retail, office and public environments. 

The product forms a thin, transparent and breathable film that repels water 
and oils, effectively binds dust and simplifies cleaning.

Komsol® STAYPRO is particularly well suited for smooth and dense sub-
strates, such as modern self-levelling compounds and terrazzo. When used 
in combination with Komsol® SEAL, it provides a unique balance between 
abrasion resistance and stain protection.

The result is an even, easy-to-clean and durable surface that allows moisture 
vapour to pass through – preserving the concrete’s natural ability to breathe. 
The finish is matte to softly satin.

Application is straightforward using a low-pressure sprayer and a microfiber 
mop, giving a uniform, streak-free result. 
The surface dries quickly and is ready for light foot traffic after only a few 
hours.

Komsol® STAYPRO is water-based, completely free from solvents and VOCs, 
and designed with a strong focus on health, environment, and sustainable 
building practices.

Whether applied to new levelling compounds or polished concrete in 
high-traffic retail areas, Komsol® STAYPRO provides long-lasting stain 
protection, enhanced aesthetics, and simplified daily maintenance – all in a 
single treatment.

Areas of Application:
– Indoor use
– Polished and semi-matte concrete floors
– Self-levelling screeds and compounds
– Terrazzo and other mineral floor surfaces
– Decorative cement-based floors
– Industrial and commercial concrete 

floors
– Absorbent indoor stone surfaces

Key Properties:
– Long-lasting protection against every-

day spills
– Effective dust binding
– Excellent resistance to oils and food 

stains
– Forms a thin, transparent and stain-resi-

stant surface film
– Improves surface durability and cleana-

bility
– Matte to softly satin finish
– Vapour-open (allows the surface to 

breathe)
– Fast drying and easy to maintain

Advantages:
– Water-based and solvent-free
– Safe for indoor environments
– Simple and efficient application
– Improves cleanability without altering 

the natural appearance
– UV-stable and non-yellowing
– Suitable for sustainable building
– Environmentally assessed and compliant 

with international green building stan-
dards (e.g. LEED, BREEAM, DGNB)

Heavy duty stain protection
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Preparation
•	 The surface must be clean, dry and free from dust, paint, grease 

or other contaminants that may affect adhesion.
•	 Visible damage and cracks larger than 0.2 mm must be repaired 

before application.
•	 Protect sensitive surfaces such as glass, wood, and painted or 

glossy materials from splashes and spray mist.
•	 During application and for the following 24 hours, the substrate 

temperature must be at least +7 °C and relative humidity (RH) 
below 80 %.

•	 At temperatures above +25 °C, contact your Komsol represen-
tative for guidance.

•	 Rapid evaporation may impair levelling and film formation.
•	

Application
•	 Apply using a low-pressure sprayer and distribute evenly with a 

fine microfiber mop or cloth that leaves no streaks.
•	 Normally, two thin coats are required on standard absorbent 

substrates. The second coat should be applied wet-on-wet, before 
the first one has fully dried.

•	 Working in pairs is recommended for best results.
•	 Avoid runs and over-application – apply thin, even layers. Excess 

product may result in uneven gloss or a slightly tacky surface.
•	 Always carry out a test area first to evaluate appearance, cover-

age and working method.

Drying and Curing Times
Drying and curing depend strongly on temperature and humidity. 
Low temperatures or high humidity will extend the drying time. 
Typical values at 18–22 °C:
•	 Light foot traffic: approx. 2 hours
•	 Water resistance: approx. 12 hours
•	 Fully cured / spill-resistant: 7 days
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Coverage
Approx. 0.08–0.12 L/m², depending on substrate porosity 
and surface texture. A test area will determine the correct 
coverage for the specific substrate.

Cleaning
Clean tools and equipment immediately after use, before 
the product has dried. Use clean water, or if necessary, lu-
kewarm water with a mild alkaline detergent or soft soap.
Rinse thoroughly with clean water.
Avoid solvents or strong cleaning agents, as these do not 
improve cleaning efficiency and may damage the equip-
ment.
Spillage and wash water must be collected and disposed of 
in accordance with local environmental regulations. Do not 
release into drains or surface water

Maintenance
•	 Avoid cleaning agents with a pH below 7 or above 10.
•	 For routine cleaning, use concrete soap or a neutral de-

tergent.

Storage
•	 Store frost-free and tightly sealed, in a cool, dark place.
•	 Direct sunlight and temperatures above 30 °C will signi-

ficantly reduce shelf life.
•	 Shelf life: 18 months in unopened original container.

Health and Safety
•	 Wear protective gloves and safety glasses.
•	 Avoid inhalation of spray mist – use respiratory protection 

during spray application.
•	 Ensure adequate ventilation.
•	 No known health or fire hazards.
•	 Always read the Safety Data Sheet (SDS) before use.

Technical data
Property	 Value	 Test / Reference
Appearance	 White to slightly milky liquid (dries transparent)	 Visual 
Base / Type	 Water-based acrylic polymer dispersion	 – 
VOC content	 ~0 g/L	 EN ISO 11890-2 
Density (20 °C)	 ~1.05 g/cm³	 EN ISO 2811-1 
pH value	 8 – 9	 DIN / ISO 976 
Viscosity (23 °C)	 30 – 170 mPa·s (Brookfield)	 ISO 2555 
Water absorption (reduction)	 > 80 % reduction on concrete	 EN 1062-3 / internal test 
Contact angle (water)	 ≥ 95° (water-repellent surface)	 ISO 15989 
Vapour permeability	 Diffusion-open	 EN ISO 7783 
Alkali resistance	 Stable on mineral substrates (pH ≤ 13)	 Internal test 
UV stability	 Very good, non-yellowing	 EN ISO 16474-2 
 


